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pOSTU RO KiT, all the equipment that you need!

A new generation of postural diagnosis tools, easy to use and suitable to your

daily practice:

Postural imbalance classification.

Sensory receptors tests.

A full assessment in just a few minutes.

Action plans and guidance for efficient therapeutic follow up.




BARRE’'S VERTICAL
COMPLETE SET

#REF EVBCOOT

The indispensable clinical examination in posturology is the
Barré’s Vertical Axis Examination, with a standardized positioning
protocol, that allows to determine the postural imbalance class
and the incriminated sensor(s) diagnostic orientation.

The set consists of a positioner, a laser on a tripod and a plumb
line.



POSITIONER

NEW GENERATION POSITIONER, PATENTED DESIGN

DESCRIPTION
The only device available today that incorporates a high-precision circular bubble level on its

platform with four quickly adjustable feet!

The verification of the horizontality of the positioning surface and its possible adjustment, are

the guarantee of a reliable and reproductible examination.

FEATURES
PRECISE ADJUSTMENT, ALLEN KEY INCLUDED
SIMPLIFIED POSITIONING OF THE SUBJECT WITH A SUITABLE HEEL STOP
MAXIMUM STABILITY WITH ANTI-SLIP PADS
EASY CLEANING
BACTERIOSTATIC
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TECHNICAL FEATURES
Dimensions
Opening angle - FAP standard *
Heel spacing
' Bubble level sensitivity
Weight
POSTUROK
: ‘ Materials

490 x 400 x 55 mm

30°

60 mm

10

6,8 kg

Trespa® TopLab®

Color

Pure White

Maximum load

135 kg

*FAP-French Association of Posturology

CERTIFICATES
& 10 YEAR WARRANTY
(V) MADE IN FRANCE




LASER LEVEL

_I_

LASER LEVEL ON TRIPOD

DESCRIPTION

Barré’s Vertical axis effective visualization from the back or in profile and the horizontality of the
shoulder or pelvic girdles is essential in order to classify the postural imbalance.

The laser system aligns perfectly with the positioner’s centering marks and projects a vertical,

sagittal, median and inter-malleolar plane onto the subject.

FEATURES

(V] Line precision in mm

(V] Automatic leveling, control by red / green indicator light

(V) Easy to use ,one single button

0 Horizontal plane adjustment in height by the telescopic tripod

TECHNICAL FEATURES

Wave length 635 mm

Color Red

Projection 2 cross lines

Range 15 meters

Supply 2 batteries AA (not included)
Weight 0.75 kg

CERTIFICATS

0 Class 2 laser standard NF-EN 608256-1 / A2

MEDICAL PLUMB BOB

DESCRIPTION
A simple and practical accessory, easy to handle to visualize the vertical, anterior or posterior

scapular plane and to measure cervical or lumbar arrows.

TECHNICAL FEATURES

Dimensions 35x10mm

weight 23g

Material Brass




